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ZINC SPOUTING 

Saves Several Times 
the Original Cost 

A Paying Investment 
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Be Sure its Made from Horse Head Zinc 



Spouting "Made from Horse Head Zinc" 

is now on the market and can be pur- 
chased in standard shapes and sizes. 
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ZINC 

FOR ROOFING USE 



MORE serious attention than ever before is now being 
given to economy in the maintenance of residences and 
other buildings. No longer are the materials to be 
used purchased solely on a basis of saving money in the initial 
cost, for consideration is also given to the replacement expenses 
which must be incurred over a period of years. 

Because of its great durability, Zinc for leaders, gutters, 
shingles, valleys, flashings, etc., is strongly recommended to 
Home Owners, Prospective Home Owners, Architects and 
Building Contractors. Zinc possesses qualities of such definite 
value that, from an economic standpoint alone, it merits the 
most thorough consideration. 



"HORSE HEAD" 
ROLLED ZINC 
SERVES PURPOSE 



Zinc Spouting has been universally employed in European 
countries for more than a century. In early experiments in the 
United States, however, the use of grades of Zinc not physically 
adapted to the purpose retarded the general use of Zinc roofing 
equipment. 

Horse Head Rolled Zinc, being free from objectionable im- 
purities, has removed the disadvantages which formerly restricted 
the use of Rolled Zinc in the manufacture of roofing equipment. 

In business you utilize every means at your command to 
reduce your operating expense to a minimum. Why not apply 
the same good business sense in keeping down the mainte- 
nance costs of ^our own home and property? 
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ZINC'S DURABILITY 
MAKES IT MOST 
ECONOMICAL 
MATERIAL 

Considering only mate - 
rials, the initial cost of gal- 
vanized iron spouting is 
about one-half that of Zinc 
spouting. But to this must 
be added the cost of the 
labor for installation. On 
the average job of galvan- 
ized iron this labor cost 
about equals the price of the 
material. These two items 
of cost must be met with 
each replacement. 

The erection cost of an 
installation of Zinc spouting 
is about 25 per cent, more 
than the cost for the same 
job if galvanized iron be 
used. 

Therefore, the propor- 
tionate initial cost of Zinc in 
comparison with galvanized 
iron is about as 162V2 is to 
100, or a little more than 
one-half as much again. 



ZINC LEADEE 




DEMONSTRATE THEIR ECONC 



The cost of a Zinc job, 
however, does not have to 

be repeated, while the full cost in the case of galvanized iron 
must be met with each new installation. 

According to reliable estimates, a new installation of average 
galvanized iron spouting will be needed every five years. Zinc, 
on the other hand, once installed, lasts a lifetime. 



Be Sure it's "Made from Horse Head Zinc" 



AND GUTTERS 




ON THIS PHILADELPHIA HOUSE 



YOU'LL USE ZINC 
SOMETIME ! 
WHY NOT 
THIS TIME? 

After five years, there- 
fore, your cost of galvanized 
iron spouting will be about 
one and one-quarter that of 
Zinc; in ten years, a second 
replacement brings your cost 
to 182 per cent, that of Zinc; 
and every five years there- 
after the cost of maintaining 
galvanized spouting on your 
property will be increased by 
almost two-thirds the initial 
cost of Zinc. After 25 years 
the original cost of galvan- 
ized iron, together with re- 
quired replacements, will be 
more than three times as 
great as the total cost of Zinc 
for the entire period. Other 
replacements of galvanized 
spouting become necessary 
at the end of each subse- 
quent five-year period, thus 
increasing your total ex- 
penditure correspondingly. 
Clearly, Zinc effects a sub- 
stantial saving in the cost of 
maintenance when installed 
at the outset. 



ZINC AND COPPER BOTH DURABLE; 
ZINC COSTS ABOUT HALF AS MUCH 



Zinc roofing equipment, like copper, lasts a lifetime. For 
material alone, copper costs twice as much as Zinc. Inasmuch 
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as the installation charges for either of these two metals are 
approximately the same, the total expense of copper is about 
60 per cent, greater than that of Zinc. 

Here, again, a substantial saving in cost can clearly be 
effected by purchasing Zinc spouting despite the fact that no 
replacement costs should be necessary in either case, under 
normal conditions. Why pay more for the same service 
which you can secure by purchasing Zinc at the outset ? 

The accompanying chart visualizes the economy and desira- 
bility of Zinc leaders and gutters. It is based on the propor- 
tionate total costs for service up to 25 years for each of the 
three metals. It does not consider, however, the labor cost 
required to remove each old installation. 

Proportionate Cost Chart. 
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The fact should not be overlooked that for service extending 
beyond the 25-year period further replacements of galvanized 
iron will be required at five-year intervals, while both Zinc and 
copper can be depended upon to give service for an indefinite 
period at no cost other than that incurred at the time of installa- 
tion. 

Paint may be used for decorative effects when desired, but is 
not needed to protect Zinc against deterioration. This metal 
soon takes on a dull gray protective coating which blends effec- 
tively with modern architectural practice. 
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For information relating to your special problems 
write our nearest office: 



THE NEW JERSEY ZINC COMPANY 

(Established 1848) 

160 FRONT STREET, NEW YORK 



Chicago: Mineral Point Zinc Company 
1111 Marquette Building 

Pittsburgh: The New Jersey Zinc Company oi Pa.) 
1439 Oliver Building 



New Jersey^ 

zinc 



